
Pressure Controls

KP 34, KP 35, KP 36 and KP 37

KP 34, KP 35, KP 36 and KP 37 P
test

 max.

t
1
 min.  −40°F KP 34:   87 psi

t
1
 max.    149°F KP 35: 145 psi 

  KP 36: 290 psi

t
2
 min.  −40°F KP 37: 465 psi

t
2
 max.    212°F

IC.PI.P10.E1.02 - 520B2332   1

0
6

0
R

9
3

6
5

0
6

0
R

9
3

6
5

Instructions



0
6

0
R

9
3

6
5

0
6

0
R

9
3

6
5

2  IC.PI.P10.E1.02-520B2332

©
D

a
n

fo
ss

 A
/S

 0
1

-2
0

0
6

 (
IC

-M
C

/ 
m

r)

Contact system with standard AG contacts

Single pole changeover switch (SPDT)

Alternating current:

AC-1:    16A, 400 V

AC-3:    16A, 400 V

AC-15:  10A, 400 V

Direct current:

DC-13:  12 W, 220 V

Contact system with gold contacts

Single pole changeover switch (SPDT)

Alternating current:

AC-1:  10A, 400 V

AC-3:  6A, 400 V

AC-15:  4A, 400 V

Direct current:

DC-13:  12 W, 220 V
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