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Spirotech offers an extensive range of 

SpiroTrap dirt separators specially for 

removing dirt. All products can be used for 

both new build projects and for renovating 

heating, cooling and process systems. 

SpiroTrap dirt separators are available in brass 

and in (stainless) steel. The brass separators, 

suitable for a flow velocity of up to 1 m/s, can 

be installed in horizontal and vertical pipes. 

The SpiroTrap MB2 can even be fitted in 

diagonal pipes. The steel models are available 

in standard and hi-flow designs.
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 22 mm. comp. 118 106 1.3 0.35 1.3 AE022

 22 mm. comp. V 182 104 1.3 0.35 1.5 AE022V

 G ¾ 116 85 1.3 0.35 1.3 AE075

 G ¾V 172 84 1.3 0.35 1.5 AE075V

 G1 143 88 2.0 0.55 1.3 AE100

 G1V 172 84 2.0 0.55 2.4 AE100V

 G1¼ 161 88 3.6 1.0 1.3 AE125

 G1½ 197 88 5.0 1.4 1.3 AE150

 G2 238 132 7.5 2.1 1.4 AE200

Connection

Brass, horizontal: 22 mm up to 2”

Brass, vertical: 22 mm up to 1”

V= Vertical connection	 Flow velocity ≤ 1m/s

Operating pressure 0 - 10 bar	 Fluid temperature 0 - 110°C

Other sizes, materials, pressures and temperatures are available on request.

An extensive range of SpiroTrap dirt separators

Optimum system and process water quality is achieved when air and dirt is 
kept to a minimum. If air and dirt is not removed, or is not removed sufficiently, 
numerous complaints and problems can arise such as annoying noises, frequent 
manual venting, deteriorating pump performance, an imbalance in the system, 
unnecessary disturbance and excessive wear. All these things result in higher 
energy consumption, complaints and failure and often require immediate 
action.


